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Material specifications:
SPRING STEEL
HRc 43÷49 (HV 422-560)

Surface treatment:
Anti-rust oil-dipped

Part nº
DIN 1481 

01101713
01101721
01101730
01101748
01101756
01101764
01101772
01101780
01101799
01101801
01101810
01101828
01101836
01101916
01101924
01101932
01101940
01101959

Box 
quantity

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100

 Outer box 
quantity 

800
800
800
800
400
400
400
400
400
400
400
400
400
800
800
800
800
800

Ø x L.  

10x45
10x50
10x55
10x60
10x65
10x70
10x75
10x80
10x85
10x90
10x95

10x100
10x120
12x20
12x22
12x24
12x26
12x28

Part nº
DIN 1481 

01101967
01101975
01101983
01101991
01102003
01102011
01102020
01102038
01102046
01102054
01102062
01102070
01102089
01102097
01102100
01102118
01102126

Box 
quantity

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100
100

  Outer box 
quantity

800
800
800
800
400
400
400
400
400
400
400
400
400
400
400
400
400

Ø x L  

12x30
12x32
12x36
12x40
12x45
12x50
12x55
12x60
12x65
12x70
12x75
12x80
12x85
12x90
12x95

12x100
12x120

DIN 1481 Heavy-duty spring pin

Ø 10 

2
10,5/+0,3
(20÷120)

Ø 12 

2,5
12,5/+0,3
(20÷120)


