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TR 
U-nut for DIN 7970 
threaded bolts

Information
The TR U-nut is a fastener composed of two flaps in clip form with two external 

raised thread forms. The design of this nut means that a double elastic force is 
exerted when tightened. This nut can be held in place manually when tightening. 

No special tools are required to mount U-nuts, and they can be assembled much 
more quickly and easily than conventional nuts. The self-locking feature means that 

costly operations such as tapping, welding or riveting can be avoided. It can also be 
used with fragile materials such as glass, plastic or enameled surfaces. In these cases 

the resilience of the nut avoids cracks or damage to the application area.
This nut locks with tightening torques much lower than for standard nuts due its great 

resilience. It is normally mounted on the edge of a panel but it can also be used in a rectangular 
mounting hole in the middle of a panel. Thanks to the extremely wide range of Mikalor U-nuts, 

designers can chose amongst an infinite number of different dimensions, panel thicknesses and 
screw sizes. The fact that the U-nut allows slight adjustment within the mounting hole ensures correct 

alignment of the panels.

TR U-nut for DIN 7970 threaded bolts

Fig.   
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Part nº 
TR-U 

02130748
02130553
02128252
02130203
02130220
02130246
02130262
02130289
02130300
02130588
02130537
02130326
02130625
02128164
02130342
02130650
02130369
02130529
02127057
02130385
02127030
02130510
02130465
02130406
02130481
02130422
02127090
02130852
02130449
02130502
02130609
02130570
02130617

Ø
Din 7970   

2,9 (ISO-4)
2,9 (ISO-4)
2,9 (ISO-4)
3,5 (ISO-6)
3,5 (ISO-6)
3,5 (ISO-6)
3,5 (ISO-6)
3,9 (ISO-7)
3,9 (ISO-7)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)
4,2 (ISO-8)

4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
4,8 (ISO-10)
5,5 (ISO-12)
5,5 (ISO-12)
5,5 (ISO-12)

e  

0,6-1,2
0,7-1,2
2,0-3,0
0,7-1,0
1,1-1,5
1,6-2,0
2,1-2,5
0,7-1,0
1,1-1,5
0,6-0,8
0,6-1,1
0,7-1,0
0,7-1,6
0,8-1,5
1,1-1,5
1,4-1,6
1,6-2,0
1,7-2,2
1,7-2,2
2,1-2,5
2,1-2,5
3,5-4,8
0,6-1,0
0,9-1,4
1,1-2,5
1,5-2,4
1,5-2,5
1,5-3,0
2,5-3,2
2,6-3,8
0,4-0,9
0,8-1,5
1,6-2,1

“U” Nut
Article

   TR 3201-A
TR 1812-B
TR 825-B
TR 522-1C
TR 522-2C
TR 522-3C
TR 522-4C
TR 531-1C
TR 531-2C
TR 2223-D
TR 515-1B
TR 523-1C
TR 536-B
TR 502-A
TR 523-2C
TR 515-2B
TR 523-3C
TR 2202-3D
TR 2202-3D
TR 523-4C
TR 523-4C
TR 2448-B
TR 506-1B
TR 2207-1B
TR 506-2B
TR 2207-2B
TR 709-B
TR 606-B
TR 2207-3B
TR 506-3B
TR 2225-1D
TR 2222-D
TR 2225-3D

   (*)

   9
8
8
9
9
9
9
9
9

16
9
9

11
9
9
9
9

16
16

9
9

11
12
12
12
12
11
12
12
12
16
16
16

   ±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
±0,2
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   16
11
12
12
12
12

11,5
12
12

11,7
10,5

12
17,6

19
12

10,5
12

15,5
15,5
11,5
11,5

16
21
15
21
15

12,8
21
15
21

16,5
14,7

16

   ±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
±0,3
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